NOTE

1.Display Type: 1.5' PM-OLED,128x128
2.Viewing Direction: ALL

3.Logic Supply Voltage: 3.0V(SSD1327), VCC=3.3V OR 5.0V

4.0OLED Panel driving voltage: 15.0V
5.Control IC: SSD1327

6.Display color: White

7.0Operating Temp: -20 TO 70
8.Storage Temp: -30 TO 80°C
9.Ulteriorly Tolerance:+0.2MM
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VER| REVISTON RECORD

Date Name

A _|NEW RELEASE

2020/12/09] ZHAO

PINS DESCRIPTION (/% 30)
PIN |SYMBOL FUNCTION
1 | GND GROUND (% #1h)

vce POWER SUPPLY PIN (4R HLFIES. 3V/5. 0V)

SCLK SERIAL CLOCK CH LI #1545 )

N XSS IEN)

SDA SERIAL DATA CH 8RS

5 | RES RESET (HLif5%5)

6 | DC

COMMAND AND DATA SELECT (A8t %)

7 |cCs

CHIP SELECT (Jriif5+5, fRi-FHAX0

EVD150DM7SWO01

EV---Company Code

M-----Module; P--Panel

7= Interface pin

S-----SPI Interface

W----Display color: White/Blue/Green

01----Ver. No.
S\
g LCM TYPE
EVT 1.5 OLED
Dwg: CUSTOMER Material No.
Check: MODULE EVD150DM7SWO01 SCALE: 1:1
Dim: MM Visual Angle |@|m SHEET1 OF 1




